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BSE - INTERNAL 

 

1. Encryption Parameters for Production Environment 

 

Segment Process IP address Port 

Equity Connection 
Gateway 10.255.255.7 18909 

 Low Frequency Gateways (LF) 
Gateway 1 10.255.255.53 18906 
Gateway 2 10.255.255.53 18907 

High Frequency Gateways 
(HF) 

Gateway 1 10.255.255.54 18906 
Gateway 2 10.255.255.54 18907 

Colo High Frequency 
Gateways (HF) 

Gateway 1 10.255.253.10 18906 
Gateway 2 10.255.253.10 18907 
Gateway 3 10.255.253.11 18906 
Gateway 4 10.255.253.11 18907 

        

Equity Derivatives 
Connection 
Gateway 

10.255.255.47 
15910 

 Low Frequency Gateways (LF) 
Gateway 1 10.255.255.51 15906 
Gateway 2 10.255.255.51 15907 

High Frequency Gateways 
(HF) 

Gateway 1 10.255.255.52 15906 
Gateway 2 10.255.255.52 15907 

Colo High Frequency 
Gateways (HF) 

Gateway 1 10.255.253.8 15906 
Gateway 2 10.255.253.8 15907 
Gateway 3 10.255.253.9 15906 
Gateway 4 10.255.253.9 15907 

        

Currency Derivatives Connection 
Gateway 10.255.255.13 13910 

 Low Frequency Gateways (LF) 
Gateway 1 10.255.255.55 13906 
Gateway 2 10.255.255.12 13911 

High Frequency Gateways 
(HF) 

Gateway 1 10.255.255.55 13907 
Gateway 2 10.255.255.12 13912 

        

Commodities Derivatives Connection 
Gateway 10.255.255.12 14910 

 Low Frequency Gateways (LF) 
Gateway 1 10.255.255.55 14906 
Gateway 2 10.255.255.13 14911 

High Frequency Gateways 
(HF) 

Gateway 1 10.255.255.55 14907 
Gateway 2 10.255.255.13 14912 

 


